
Mighty Pro
LED High Mast Light



Universal mounting bracket and angle adjust-
ment dial makes installing the Mighty Pro a 
breeze.

Anti-skid sheetVarious distributions

AS-L

12° 16° 30° 60°

60°×130° 40°×130° 25°×130° NB30

AS-R AS-LR
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Easy installation

Complete range of wattage

Degree value:
use for accurate positioning when installing 
luminaries.

Range from 320W to 2040W

Hole size 20mm

FEATURES

320W/480W

600W/680W/750W

1000W/1100W

1200W/1360W/1500W

1650W

1800W/2040W

    



Tempered glass

Luminaire colors are 
optional

Grey

With stable 
triangular support

Respirator

Black

FEATURES

Laser pointer

Easy installation
Contractors can now aim the Mighty Pro accurately 
in the daytime by fitting a high power laser pointer.

Bird spikes
Prevent the birds from light fxture.
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Effective Projected Area (EPA=SCX) Umit:M2

320W/480W

600W/680W/750W

1000W/1100W

1200W/1360W/1500W

1650W

1800W/2040W
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0.053 0.067 0.098 0.124

0.069 0.089 0.125 0.159

0.067 0.088 0.116 0.149

0.081 0.109 0.147 0.189

0.082 0.116 0.159 0.212

0.100 0.143 0.196 0.263

Model 0° 10° 20° 30°

0° 10°

20° 30°

Adjustable glare shield

Glare shield design for 25x130° Safety chain

ACCESSORIES



LDL-PO21-480 LDL-PO21-1100

480W 1100W

165,000lm

LDL-PO21-1000

1000W

150,000lm72,000lm

LDL-PO21-320

320W

48,000lm

Up to 150lm/W

12°/16°/30°/60°/NB30/60°×130°/40°×130°/25°×130°/AS-L/AS-R/AS-LR

AC100-240V/277-480V , 50/60 Hz

5700K(2200K/2700K/3000K/3500K/4000K/5000K/6500K Optional)

Ra70(Ra80/Ra90 Optional)

IP66

5 years(7 years/10 years Optional)

-30℃~+50℃

Model No.

Rated Wattage

Luminous Flux

Efficacy

Rated Voltage

Beam Angle

CCT

CRI

IP Rating

Warranty

Working 
temperature

11kg 11kgNet Weight
(Without Driver) 21.6kg 21.6kg 31.5kg

*Specifications subject to change without notice.

Up to 150lm/W

12°/16°/30°/60°/NB30/60°×130°/40°×130°/25°×130°/AS-L/AS-R/AS-LR

AC100-240V/277-480V , 50/60 Hz

5700K(2200K/2700K/3000K/3500K/4000K/5000K/6500K Optional)

Ra70(Ra80/Ra90 Optional)

IP66

5 years(7 years/10 years Optional)

-30℃~+50℃

Model No.

Rated Wattage

Luminous Flux

Efficacy

Rated Voltage

Beam Angle

CCT

CRI

IP Rating

Warranty

Working 
temperature

Net Weight
(Without Driver)

*Specifications subject to change without notice.

SPECIFICATIONS

LDL-PO21-1650

1650W

247,500lm

LDL-PO21-680 LDL-PO21-1500LDL-PO21-750

680W 1500W750W

112,500lm 225,000lm

LDL-PO21-1800

1800W

270,000lm

LDL-PO21-1360

1360W

204,000lm

LDL-PO21-1200

1200W

180,000lm102,000lm

LDL-PO21-600

600W

90,000lm

LDL-PO21-2040

2040W

306,000lm

12kg 28kg 40kg28kg28kg12kg12kg 40kg
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APPLICATIONS
Applicable to different levels of the stadiums and sports fields, etc.
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320W/480W 1000W/1100W 1650W

Dimension(mm)

600W/680W/750W 1200W/1360W/1500W 1800W/2040W


